RISCO Group's comprehensive range of wireless accessories saves you valuable installation time and provides a
solution for those difficult to wire locations. Using the latest in 868MHz Radio Frequency technology, the wireless
range ensures superior reliability and maximum range.

Meeting PD6662, EN50131-1 and EN50131-5-3 Grade 2 Wireless requirements all wireless detectors are supervised,
and all wireless accessories transmit low battery and use 1 of 16 million random factory codes for ID.

Umversal Transmitter + Door/Window Contact

Wireless WatchOQUT™

+ Coverage 12m Wide-angle, Barrier 15m or Long-range
23m (all lenses included)

+ Digital Correlation™ Technology using two PIR channels

« Active IR Anti-Mask

» Pet friendly for animals up to 70 cm head height

- IP65 environment rating

+ Hood provides protection from sun, rain, snow, hail
and birds

+ Includes 2 long-life 3V lithium batteries
2-Way Wireless model available for Agility

RWT312PR *AWPN

ereless iWISE® PIR & Pet

PIR model coverage 15m (50') 98°
« Creep zone for close-in detection
« Intelligent Digital Signal Processing
Cover and wall/corner tamper protection
Includes long-life 3V lithium battery
Optional lenses for PIR model:
23m long-range lens (code RL17)
15m corridor lens (code RL15)
12m curtain lens (code RL115C)
Pet model:
+ Pet friendly up to 36kg
« Coverage 8m 90°
« Unique VPT (Variable Pet Threshold) algorithm
RWT920 PIR model RWT92P Pet model *AWPN

iWAVE PIR & Pet

« Coverage 15mx15m

- Intelligent Digital Signal Processing

+ Simple bracket installation, wall corner tamper

« Includes 1 long-life lithium battery

+ 2-Way Wireless models with 2 lithium batteries available
for Agility

Pet model

+ Coverage 12mx12m
+ Pet friendly up to 36kg with Variable Pet Threshold (VPT™)
RWT950 PIR model RWTO5P Pet model *AWPN

Enables wireless operation of NC, EOL or NO contact detector together
with Door/Window Magnetic contact

« Defeats large magnets signalling tamper

« Sends alarm and restore signals, preventing panel setting when
zone is triggered

« Dual channel and shutter pulse models

« Cover and wall tamper protection
Includes long-life 3V lithium battery

RWT72MIQ Universal Transmitter + Door/Window contact with EOL

RWT72X Dual Channel Contact transmitter *AWPN

Wireless Shock Detector

- Digital microprocessor with Intelligent Digital Signal Processing

« Tri-colour LED enables accurate & reliable calibration, with
over-sensitive and under-sensitive indications

« Gross attack detection

+ Encapsulated bi-morph piezo electric sensor

+ Dual stage adjustment potentiometer

« Cover and back tamper protection

« Includes long-life 3V lithium battery
Model with Door/Wmdow contact - coming soon

RWT6SW *AWPN

Brown Plastic Kit

« Brown plastic kit for wireless Shock Detectors and Door Contacts
(3 units)

BROWNPLASTICKIT

Wireless Glassbreak Detector

+ Protects all glass types: plate, tempered, laminated and wired

« Dual frequency pattern recognition

= 9m range with omni-directional microphone

« Full remote test using ViTRON Tester

+ Swivel Bracket supplied for optimal mounting and performance
« Cover and back tamper

« Includes long-life 3V lithium battery

RWT6G *AWPN

*A - Agility Compatible
W - WisDom Compatible

- ProSYS & GT Hybrid Compatible
N - Nova Receiver Compatible
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